
Job:    

  

Engineer:             

Contractor:   

Representative:                                                     

Ordered by:   Date:  

Submitted by:    Date:  

Approved by:   Date:                                                                                                                                            

FLO -TRE X VALVES  THRE ADED & GROOVED  
(DN 32 to  DN 50)    |   STR AIGHT SIZES 32mm -  50mm 
(1 . 25"  -  2")    |   S U B M I T T A L

materials  of  construction

technic al  data

flo – trex valve schedule

tag qty. ftv-ts/ gs model and size configuration pump description

File No: 35.94
Date: january 19, 2016
Supersedes: 35.94
Date: september  10, 2015

Body: cf-8 (aisi ss 304) a351

Bonnet: Brass c46500

Disc: Brass c46500 
Stem: Brass c46500

Spring: sst spring wire (astm a-313 type 302-(18-8)

Packing nut: Brass c46500

O-Rings: epdm

Metering ports (2): Brass c46500 pt ports with caps,           
           epdm check and gaskets

Drain ports (2): ¼" with sst plug

Thrust spacer: sst 416 Annealed and smooth turned

Handle: Reinforced Nylon; abs

Gruvlock coupling: Cast stainless steel (type 316)  
      - astm a743 cf8m with sst bolts   
     & nuts & epdm gaskets

Connection: ftv-ts: Threaded npt

 Threaded bspt

 ftv-gs: Grooved

Max working pressure: 300 psi

Max working temperature:  -4°f to 300°f (-20°c to 150°c)

pressure temper ature chart                                                  
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flow r ate /  pressure drop chart

submittal

2

dimensions in inches (mm) weight

model item code a b (fully open) c d lbs (kg)

ftv-1¼gs 570200-202 5.75(146.05) 4.70(119.44) 1.66(42.16) 3.49(88.65) 3.00(1.37)

ftv-1¼ts (npt) 570200-212 5.75(146.05) 4.70(119.44) 1.66(42.16) 3.49(88.65) 3.00(1.37)

ftv-1¼ts (bspt) 570200-222 5.75(146.05) 4.70(119.44) 1.66(42.16) 3.49(88.65) 3.00(1.37)

ftv-1½gs 570200-205 6.26(159.0) 4.98(126.39) 1.90(48.26) 3.61(91.69) 3.81(1.73)

ftv-1½ts (npt) 570200-215 6.26(159.0) 4.98(126.39) 1.90(48.26) 3.61(91.69) 3.81(1.73)

ftv-1½ts (bspt) 570200-225 6.26(159.0) 4.98(126.39) 1.90(48.26) 3.61(91.69) 3.81(1.73)

ftv-2gs 570200-208 7.50(190.50) 5.44(138.06) 2.38(60.33) 4.16(105.66) 5.93(2.69)

ftv-2ts (npt) 570200-218 7.50(190.50) 5.44(138.06) 2.38(60.33) 4.16(105.66) 5.93(2.69)

ftv-2ts (bspt) 570200-228 7.50(190.50) 5.44(138.06) 2.38(60.33) 4.16(105.66) 5.93(2.69)

 a 

c
(diameter)

 b 

 d 

Dimensions and weights are for reference only. 

Flo-trex valves threaded & grooved (dn 32 to 
dn 50) straight sizes 32mm - 50mm (1.25" - 2")
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b i r m i n g h a m

b u f f a l o

t o r o n t o

m a n c h e s t e r

b a n g a l o r e  

s h a n g h a i

s ã o  p a u l o

+91 (0) 80 4906 3555

+44 (0) 8444 145 145

+44 (0) 8444 145 145

+1 716 693 8813

+1 416 755 2291

+86 21 3756 6696

+55 11 4781 5500
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